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A19 14W
3 Way=50/75/100w

•     Contains no mercury or lead

•     Meets CEC Standards

•     Up to 80% energy savings

•     Direct replacement and instant on

A21 19W
3 Way=75/100/150w

APPLICATIONS

•     Downlight

Table Lamp•     

Pendant Fixture•     

Gu24 BASE

Warranty:
1 year

Lifetime:
25 000 hours

o300

80

Dimmable:
5%

Replaces:
60Inc.

Gu 24 Base

PACKAGE
(INNER/MASTER)
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(IN/MM)

MOL
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TEMP

OUTPUT
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BEAM
ANGLE 

EQUIV.
WATTAGE

G-19930 A19/14W/LED/D/27k/3w 2700K

500

1000

1600

300° 14 >80

50W

75W

100W

No 4.61 / 117 2.36 / 60 20 / 40

A19 14W

Replaces:
100W

A19/9/LED/GU24/30K

A19/9/LED/GU24/50K

3000K

5000K

900

900

300

300

9

9

>80

>80

60W

60W

Yes

Yes

G-19781

G-19783

G-19934 A21/19W/LED/D/27k/3w 2700K

700

1300

2250

300° 19 >80

75W

100W

150W

No 5.47 / 139 2.81 / 71 20 

A21 19W

Replaces:
150W

HEIGHT     

4.25       

WIDTH

2.36

4.25       2.36

•     Rated 25,000 hours average life

•     Damp Location

•     CRI: 80 •     Lobby/Reception Area

•     Corridor/Stairway

Hotel room/Bar•     

New 
Product
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