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BULBS

•     Full Range of Color Options [2700K -5000K]

•     Direct Replacement for Halogen MR16 & GU10

Lifetime:
25 000 hours

o40
90

LED MR11, MR16 & Gu10 CRI 90

Dimmable:
5%

MR11 MR16 Gu10

•     Highly Uniform Light Beams

•     New LED COB technology

•     25,000 Hours Rated Average Life

•     UL/cUL Listed

•     Compatible with mostTriac Dimmers*

•     Works with Class 1 & Class 2 transformers*

ITEM DESCRIPTION COLOR
TEMP

OUTPUT
LUMEN WATTAGE CRI DIMMABLEBEAM

ANGLE 
EQUIV.

WATTAGE CASEOPE
TEMP

3MR11/LED/A42/27K 12V

8.5MR16/35A/30k 12V

7MR16/LED/A40/27k 12V

7MR16/LED/A40/30k 12V

7MR16/LED/A40/41k 12V

7MR16/LED/A40/50k 12V

8MR16/LED/A40/27k 12V

8MR16/LED/A40/30k 12V

2700K

3000K

2700K

3000K

4100K

5000K

2700K

3000K

300

530

530

530

530

580

700

700

30°

35°

40°

40°

40°

40°

40°

40°

3

8.5

7

7

7

7

8

8

>80

>90

>90

>90

>90

>90

>80

>80

35W

50W

50W

50W

50W

50W

75W

75W

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

255 F°

105 F°

105 F°

105 F°

105 F°

105 F°

105 F°

10/100

10/100

10/100

10/100

10/100

10/100

10/100

10/100

8.5w Pro.

75w EQV.

G-83374

G-19793

G-19893

G-19894

G-19896

G-19897

G-19792

G-19794

7w
50w EQV.

7GU10/LED/A40/27k

7GU10/LED/A40/30k

7GU10/LED/A40/41k

7GU10/LED/A40/50k

8GU10/LED/A40/27k

8GU10/LED/A40/30k

2700K

3000K

4100K

5000K

2700K

3000K

530

530

530

580

700

650

40°

40°

40°

40°

40°

40°

7

7

7

7

8

8

>90

>90

>90

>90

>80

>80

50W

50W

50W

50W

75W

75W

Yes

Yes

Yes

Yes

Yes

Yes

105 F°

105 F°

105 F°

105 F°

105 F°

105 F°

10/100

10/100

10/100

10/100

10/100

10/100

8w
75w EQV.

G-19898

G-19899

G-19901

G-19902

G-83481

G-19797

7w
50w EQV.

Replaces:
50W Hal.

Replaces:
50W Hal.

Enclosed Fixture

ITEM DESCRIPTION COLOR
TEMP

OUTPUT
LUMEN WATTAGE CRI DIMMABLEBEAM

ANGLE 
EQUIV.

WATTAGE CASEOPE
TEMPGU10

MR16

MR11

75W EQV.

Warranty:
1 year

75W EQV.


